

AMENDMENTS 



In the claims: 

/ / ^ ^ 

Please amend claims 1,6, 11 and 14 as follows: 



1 . (Twice Amended) A sound signal analyzing device comprising: 
an input section that receives a sound signal to be analyzed; 

a characteristic extractioii section that extracts a characteristic of the sound signal as it is 
received by said input section; and 

a setting section that sets varicms parameters for use in analysis of said sound signal, in 



accordance with the characteristic of the 



section, 



^ignal extracted by said characteristic extraction 



wherein said characteristic extraction section extracts at least one of a volume level of the 
sound signal and upper and lower pitch limits^ ti^ sound signal as said characteristic, and 

wherein said setting section sets a threshold v^ue for use in the analysis of the soimd 
signal, in accordance with the volume level of the sound signal extracted by said characteristic 
extraction section, or said setting section sets a filter ch^^teristic for use in the analysis of the 
sound signal, in accordance with the upper and lower pitch Inpits extracted by said characteristic 
extraction section. 



la-543880 



2 



Serial No. 09/371,760 
Docket No. 39303.2009400 
Client Reference H71 19US 



1 1 . (Twicb^Amended) A sound signal analyzing method comprising the steps of: 
receiving a souno^ignal to be analyzed; 

extracting a charactenstic of the sound signal as it is received by said step of receiving; 



and 



setting various parameters fokuse in analysis of said sound signal, in accordance with the 



characteristic of the sound signal extrac 
wherein, at said step of extractin 

signal and upper and lower pitch limits 



;d by said step of extracting, 

g,}^tracting at least one of a volume level of the sound 
►f the ^Qund signal as said characteristic, and 



wherein, at said step of setting, setting a threshold value for use in the analysis of the 
sound signal, in accordance with the volume level of nae sound signal extracted by said step of 
extracting, or setting a filter characteristic for use in the analysis of the sound signal, in 



accordance with the upper and lower pitch limits extracted by said step of extracting. 
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1 4. (Twice )^ended) A machine-readable medium containing a group of 
instructions of a sound si^ial analyzing program for execution by a computer, said sound signal 
analyzing program comprisingstfie steps of: 

receiving a sound signal toH)e analyzed; 

extracting a characteristic of tnte sound signal as it is received by said step of receiving; 

and \ 

setting various parameters for usMifaH^xsis of said sound signal, in accordance with the 

characteristic of the sound signal extracted by said step of extracting, 

wherein, at said step of extracting, extraftim^ at least one of a volume level of the sound 

signal and upper and lower pitch limits of the sound signal as said characteristic, and 

wherein, at said step of setting, setting a thresholoWalue for use in the analysis of the 
sound signal, in accordance with the volume level of the soiu^ signal extracted by said step of 
extracting, or setting a filter characteristic for use in the analysis\)f the sound signal, in 
accordance with the upper and lower pitch limits extracted by said step of extracting. 
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